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GTD
G Taper Shank Standard Drills

This is general coated drills having jobbers length.
 鋼からステンレス鋼そしてアルミまで、汎用コーティングドリルです。

LIST 620P
How to order

GTD Dc

L

φDc
ℓ

Dc
直径

ℓ
溝長

L
全長

MT No.
シャンク

Stock
在庫

7.0 67 148

1

●

7.5 
8.0 73 1548.5 
9.0 79 1609.5 

10.0 85 16610.5 
11.0 91 17211.5 
12.0 

98 17912.5 
13.0 
13.5 105 18614.0 
14.5 111 209

2

15.0 
15.5 116 21416.0 
16.5 121 21917.0 
17.5 126 22418.0 
18.5 130 22819.0 
19.5 135 23320.0 
20.5 140 23821.0 
21.5 145 24322.0 
22.5 

149 24723.0 
23.5 270

3

24.0 
154 27524.5 

25.0 
25.5 

159 28026.0 
26.5 
27.0 

163 28427.5 
28.0 
28.5 

168 28929.0 
29.5 
30.0 
30.5 

172 29331.0 
31.5 
32.0 177 298

Sold one per package

Unit：㎜

Drilling Condition 切削条件        A-177

Three Rake

 

HSS
  

h8
 

118°
 

32°
～34°

 

7.0-32.0

◎：Excellent  ○：Good  ×：Not Used  No mark：Not recommended

Low-Carbon 
Steels

Carbon Steels
Alloy Steels

Pre-Hardened Steels
High Alloy Steels

Heat treated 
Steels Hardened Steels

SS400, S10C S45C, SCM440 SUJ, NAK SKD, SKH
～ 150HB ～ 225HB ～ 275HB 30 ～ 40HRC 40 ～ 50HRC

◎ ◎ ◎ ○ ×
Stainless Steels

Ti/Ni Alloys
Cast Irone

Aluminum Alloys
Copper Alloys

SUS304 SUS420 FC/FCD Al/Cu

○ ○ ○ ○ ○
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F.N.TOOLS CO.,LTD.    www.fntoolsshop.com


