
SPECIFICATION
Capacity     180mm (7”)       180x300mm (7”x12”)

Blade size 19x0.9x2360mm (3/4”x0.32x7’9”)

Motor 1HP 4pole 50HZ/1430rpm; 60HZ/1720rpm

Blade speed 22, 33, 45, 65mpm (86-132-178-260fpm)

Machine dim
L1470xW430mm (L58”xW17”)
H990mm (39”) horizontal position.

N.W. 130kgs (286LBS)

G.W. 150kgs (341LBS)

Voltage 220V/3PH ,380V/3PH

※Please notify the voltage & phase when you ordering.

Longitudinal travel of table 120mm

Cross travel of saddle 135mm

Rotary angle of wheel head 360º

Point angle 90º-180º

Size of wheel 125x50x31.75mm

Speed of wheel 3600 RPM

Motor 3/4HP, 110V/220V/380V

N.W. / G.W. 90kgs/120kgs

Size of packing (LxWxH) 800x550x670mm

FEATURES
   Grinding capacity: Ø1.5~Ø32mm (Straight shank &
   taper shank) double wheels. It only need to rotate
   the motor when want to grind the tool of different material. 
   It can increase the safety & save the time for changing &
   repairing the grinding wheel.
   The kinds of grinding tool include: drills, step drills, taps,
   lips of end mills, round bars, etc.
   Adopts precision 4” 6 jaws self-centering chuck, clipping
   one time. It can grind the blade of drills and do the paring
   of drills abdomen. The angle of drills both sides and the
   length of the blade are the same after grinding. It can keep
   the accuracy of the center of drills without off center.

Double cams: The cam of
grinding drills & The cam of
grinding taps.

Universal Drill & Cutter Grinder
ORDER NO.VDG-32N   CODE NO.8001-010

Horizontal Band Saw
ORDER NO.HBS-7   CODE NO.8001-030
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※FOR VERTICAL G14 & HBS-7 BAND SAW 

CE STANDARD
※Please notify the voltage & phase when you ordering.

SPECIFICATION

Capacity
90º     180mm      180x280mm       65x300mm
45º     110mm      180x110mm

Blade size 19x0.9x2360mm

Motor 1HP 4pole 50HZ/1430rpm; 60HZ/1720rpm

Blade speed Step pulley 22, 33, 45, 65mpm

Packing Measurement 1295x457x1028mm

N.W. / G.W. 130kgs/150kgs

Type “CE” Standard

Voltage 380V/3PH

Saw Blade

Horizontal Band Saw
ORDER NO.HBS-7CE   CODE NO.8001-030CE

mm

ORDER NO. MATERIAL THICKNESS W L
(mm) T MACHINE TYPE CODE NO.

HBS-106 CARBIDE 0.65 6 30000 14 Y-310
Y-360
Y-400
Y-500

......ETC.

8001-700

HBS-108 CARBIDE 0.65 8 30000 14 8001-701

HBS-110 CARBIDE 0.65 10 30000 14 8001-702
mm

ORDER NO. MATERIAL THICKNESS W L
(mm) T MACHINE TYPE CODE NO.

HBS-126 HSS 0.65 6 15000 10 / 14 Y-310
Y-360
Y-400
Y-500

......ETC.

8001-710

HBS-128 HSS 0.65 8 15000 10 / 14 8001-711

mm

ORDER NO. MATERIAL THICKNESS W L
(mm) T MACHINE TYPE CODE NO.

HBS-131 HSS 0.65 13 1470 10/14 UE-100S 8001-720

HBS-132 HSS 0.9 27 3035 4/6 HBS-9 8001-721

mm

ORDER NO. MATERIAL THICKNESS W L
(mm) T MACHINE TYPE CODE NO.

HBS-7-BLADE-HSS HSS 0.9 19 2365 5/8P HBS-7 8001-730

HBS-7-BLADE-CARBIDE CARBIDE 0.9 19 2365 8P HBS-7 8001-731
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QUALITY FEATURES
Milling, drilling, tapping
boring, reamming.
Head swivels 360º.
Zero setting dials.
Fine downfeed - calibrated.
Heavy-duty tappered roller
bearing spindle.
12 speeds.
Positive spindle lock.
Adjustable gibs on table.
Adjustable stops on table.

Face Milling

1” Drilling

End Milling

Tapping

ORDER NO. CODE NO.

MD-30B 8001-021

SPECIFICATION

ORDER NO. MD-30B OPTIONAL ACCESS.

Drilling Capacity 32mm(1-1/4”)

Collet chuck.VB-107
Cabinet stand.
Clamping kits 
CK-12B
CK-104B
12mm(1/2”)
VK-4

Tapping Capacity 3/4”

Face mill Capacity 76mm(3”)

End mill Capacity 20mm(3/4”)

Swing 405mm(15-7/8”)

Max. distance spindle nose to table 480mm(18”)

Spindle taper MT3,R8

Spindle stroke 130mm(5”)

Diameter of Spindle sleeve 75(3”)

Head swivel 360º

Diameter of column 115mm(4-1/2”)

Overall height (w/o stand) 1100mm(43-1/4”)

Machine stand height 760mm(30”)

Length 1080mm(42-1/2”)

Width 1100mm(43-1/4”)

Motor 1-1/2HP-2HP

Spindle speed
(r.p.m.)

12S
50Hz 100-2080(4 pole)(75-1685 6 pole)

60Hz 120-2500(4 pole)(95-2020 6 pole)

Forward and backward travel of table 175mm(7”)

Right and left travel of table 500mm(19-3/4”)

Working area of table 730mm x 210mm(28-3/4” x 8-1/4”)

N.W./G.W. 270/300kgs

Measurement 27.2Cuft

PLEASE NOTIFY THE VOLTAGE &
PHASE, WHEN YOU ORDERING.

Table slot is 16m/m

Multi-Purpose Milling & Drilling Machine
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Machine features
Metal scroll saw is precisely construeted, easy to operate, providing quick and 
stable sawing. High accuracy performance assures even sawed surfaces, saving 
much on saw band. With wide processing area and strong sawing power, most of 
our machine models are suited for iron works and mold - making factories.

ORDER NO. Y-310 Y-360 Y-400 Y-500

Cutting Capacity 1-160mm 1-190mm 1-300mm 1-320mm

Throat Depth 310mm (12 1/8”) 360mm (14 3/16”) 400mm (15 3/4”) 500mm (19 5/8”)

Blade Width 3-10mm 3-13mm 3-13mm 3-19mm

Length of Saw Blade 2370-2490mm 2600-2770mm 3390-3467mm 3922-3992mm

Speed 60-1000 ft/min 60-1200 ft/min 60-1650 ft/min 83-2100 ft/min

Main Motor / Grinder 
Motor 1HP 1/8HP 1HP 1/8HP 2HP 1/8HP 2HP 1/8HP

Electric Welder 1.2KVA 2.4KVA 2.4KVA 4.2KVA

Table Tilt R-45º L-15º R-45º L-15º R-45º L-15º R-45º L-15º

Height of Table 880mm 890mm 970mm 980mm

Table Area 400x500mm 400x500mm 500x540mm 550x600mm

Dimension Machine 1530x855x550mm 1630x590x955mm 1825x710x1070mm 1960x740x1200mm

Net Weight (kgs) 210 300 385 495

CODE NO. 8001-070 8001-071 8001-072 8001-073

Why use methods like these?

operate Bad sawing effect

The applications of the band saw

Straight Line cutting Wavy Line Cutting Circular Cutting

Y-310 Y-360 Y-400 Y-500

Vertical Band Sawing Machine
(Double Dovetsil Slidway)
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